THE PROFESSIONAL SERVICES OF THE ARCHITECT ARE UNDERTAKEN FOR AND ARE PERFORMED IN THE INTEREST OF BANKS WINE AND SPIRITS. NO CONTRACTUAL OBLIGATION IS ASSUMED BY THE ARCHITECT FOR THE BENEFIT OF ANY OTHER PERSON INVOLVED IN THE PROJECT.

THE ARCHITECT WHO SEALED, SIGNED AND DATED THIS DOCUMENT HAS NOT BEEN EMPLOYED TO FURNISH CONSTRUCTION CONTRACT ADMINISTRATION SERVICES AS DEFINED IN 24 DEL. C. 303 (C).
THE PROFESSIONAL SERVICES OF THE ARCHITECT ARE
UNDERTAKEN FOR AND ARE PERFORMED IN THE INTEREST
OF BANKS WINE AND SPIRITS. NO CONTRACTUAL
OBLIGATION IS ASSUMED BY THE ARCHITECT FOR THE
BENEFIT OF ANY OTHER PERSON INVOLVED IN THE
PROJECT.

THE ARCHITECT WHO SEALED, SIGNED AND DATED THIS
DOCUMENT HAS NOT BEEN EMPLOYED TO FURNISH
CONSTRUCTION CONTRACT ADMINISTRATION SERVICES AS
DEFINED IN 24 DEL. C. 303 (C).
THE PROFESSIONAL SERVICES OF THE ARCHITECT ARE UNDERTAKEN FOR AND ARE PERFORMED IN THE INTEREST OF BANKS WINE AND SPIRITS. NO CONTRACTUAL OBLIGATION IS ASSUMED BY THE ARCHITECT FOR THE BENEFIT OF ANY OTHER PERSON INVOLVED IN THE PROJECT.

THE ARCHITECT WHO SEALED, SIGNED AND DATED THIS DOCUMENT HAS NOT BEEN EMPLOYED TO FURNISH CONSTRUCTION CONTRACT ADMINISTRATION SERVICES AS DEFINED IN 24 DEL. C. 303 (C).
The professional services of the architect are undertaken for and are performed in the interest of Banks Wine and Spirits. No contractual obligation is assumed by the architect for the benefit of any other person involved in the project.

The architect who sealed, signed and dated this document has not been employed to furnish construction contract administration services as defined in 24 Del. C. 303 (c).
CONCRETE SIDEWALK DETAIL

NOTES:
1. CONCRETE SIDEWALKS SHALL BE CONSTRUCTED IN 4' X 36' SEGMENTS AS SHOWN.
2. JOINTS AT INTERVALS NOT GREATER THAN 16' PRIOR TO CONSTRUCTION.
3. VERIFY WIDTH OF RAMP ON SITE PLAN AND TYPE SURFACE.
   - BE COARSE BROOMING OR NON-SKID SURFACE TEXTURE OF RAMPS SHALL
   - AS PER SPECIFICATIONS.

SIDEWALK MATERIALS ARE AS FOLLOWS:
- BASE COURSE (GABC) GRADED AGGREGATE
- TRUNCATED DOMES DETECTABLE WARNING

AT 30 DAYS 3000 PSI CONCRETE
- WIDTH VARIES - SEE SITE PLAN
- 2.0% SLOPE (MAX.)

NOTE: PRIOR TO INSTALLATION VERIFY MATERIALS AND COLORS WITH DELDOT AND/OR LOCAL AGENCIES

TRIM DATE DESCRIPTION

DRAWN BY:

REVIEWED BY:

ISSUE BLOCK

TOWN OF MILLVILLE
38014 TOWN CENTER DRIVE
& SPIRITS
312 W. MAIN STREET, SUITE 300
BANKS WINE
410.546.9100
& SPIRITS
3333 JAECKLE DRIVE, SUITE 120
PROJ. MGR.: J. MICHAEL RIEMANN
302.369.3700
ACCESSIBLE RAMP DETAIL

1. DETECTABLE WARNING - TRUNCATED DOMES
   - NOTE: ALL MANUFACTURERS SHOULD BE AWARE THAT THEY MUST PROVIDE DETECTABLE WARNING SURFACES ACCORDING TO THE AMERICAN NATIONAL STANDARD "AMEC 585.7-2007, PRESSABLE AND/or PEEKABLE THREADS AND DETECTABLE WARNING SURFACES FOR PEDESTRIANS WITH VISUAL DISABILITIES".

4" REINFORCED CONCRETE SECTION

- 6" R.C. PLATE, 4" X 4" #10 BARS
- 6" REINFORCED CONCRETE SECTION
- 95% OF THE MODIFIED PROCTOR STANDARD DRY DENSITY
- TOP 12" OF SUBGRADE SHALL BE COMPACTED TO CR-1 BASE
- 8" GRADED AGGREGATE SUBBASE
- 6" X 6" W4.0XW4.0 W.W.F.
- 1" X 1" CHAMFER